
 ELECTRICAL INSTALLATION

14
PHONE ORDER: 1-800-633-0032          FAX: 1-401-539-2584

WWW.VIBCO.COM          VIBRATORS@VIBCO.COM

DC-20, DC-50,DC-60 JUNIORTM 
The DC-20 vibrator is a low amperage unit that can be wired directly through a toggle switch.  
One lead connects to positive, the other to negative.  One of the leads can be connected to the 
body on body grounded applications.  To simplify installation, wiring kit number WK-3 is available 
and consists of:

	 (1) SPST		  On/Off Toggle Switch
	 (30 ft.) 16 MTW	 Wire
	 (2) BSV14X-L	 #16 Butt Splices
	 (2) PV14-10R-M	 Ring Terminal

Refer to Wiring Diagram 1.

DC-100, DC-200, DC-300, DC-450, DC-500 BULLDOGTM, DC-700, DC-900 & DC-1600
These vibrators require a master current circuit, rated for the vibrators operating current and pilot 
circuit.  One lead connects to positive, the other to negative.  One of the leads can be connected 
to the body on body grounded applications.  To simplify installation two wiring kits are available.  
WK-1 includes a maintained contact toggle switch, and WK-2 includes a momentary contact 
push button switch.  The wiring kits consist of:

	 (1) SPST		  On/Off Toggle Switch (WK-1 only)
	 (1) 1500PF55	 Push Button Switch (WK-2 only)
	 (1) 1500PF56	 Solenoid
	 (30 ft.) 10 MTW	 Wire
	 (2) PV10-56R-M	 Ring Terminals
	 (2) BSV10X-L	 #10 Butt Splices
	 (20 ft.) 16 MTW	 Wire
	 (4) PV14-10R-M	 Ring Terminals
	 (1) PV14-56R-M	 Ring Terminal

Refer to Wiring Diagram 2.

DC-3500
The DC-3500 requires a master current circuit and a pilot circuit.  The DC-3500 is a body 
grounded unit.  Only one power lead is necessary.  The vibrator comes complete with the wiring 
and mounting hardware needed for installation which includes:

(1) CB12V		     Circuit Breaker		  (1) 1500PF56	 Solenoid
(1) 1500PF55	    Push Button Switch	 (34 ft.) 4 AWG	 Wire
(3) P4-56R	  	    Ring Terminals		  (1) PV14-56R-M	 Ring Terminal
(20 ft.) 16 MTW	    Wire			  (2) 3/4LW		  Lock Washers
(3) PV14-10R-M	    Ring Terminals		  (1) 1500PF38	 Mounting Plate
(2) 3/4-10X2-1/4HH    Mounting Bolts		  (2) N-7		  Nylon Cable Brackets
(1) 10-24X3/8RH	    Round Head Screw	 (1) 10-24HN		  Hex Nut
(12 ft.) 4AWGX12	    Wire Assembly
Note: For battery to vibrator distances greater than 50 ft. use 2 AWG Wire.


