OPERATING INSTRUCTIONS

Duty Cycle
VIBCO’s 12 and 24 volt DC vibrators are rated for either continuous, intermittent or limited
intermittent duty.

Models DC-20, DC-60, DC-100, DC-200, DC-300, DC-450 and DC-500 are rated for continuous
duty. Be sure to use a continuous duty solenoid (VIBCO part number 1500PF56).

Models DC-700, DC-900 and DC-1600 are rated for intermittent duty. Running time for these
vibrators should not exceed 30 minutes in any 60 minute period. Continuous duty solenoids
(VIBCO part number SW-266) should be used with these units. Drilling holes in the end covers to
provide the unit with ventilation can increase the duty cycle. The duty cycle must be determined
in each particular application. A temperature test of the field casing can help to determine the
duty cycle. Temperature should not exceed 180 degrees Fahrenheit. Longer duty cycles can
considerably decrease brush life, and VIBCO'’s liability under the warranty does not cover duty
cycles longer than those stated above.

Model DC-3500 is rated for limited intermittent duty only. Maximum continuous running time
should not exceed 30 seconds, with a minimum of one (1) minute off time. Total running time in
any 60 minute period is 20 minutes.

Lubrication
All DC vibrator bearings are pre-lubricated to last for the life of the vibrator.
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